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CELLULAR PHONE MOUNTING BRACKET 


This is one of the most practicai ways to mount your 
handheid ceiiuiar phone in your vehicie. Simpiy set your 
phone in the bracket and give the bracket a squeeze. 
Your phone is secure and you have compiete access to 
its controis and dispiay. 

The bracket aiso works great with: 

• Portabie Scanners • Two-Way Radios 

• GPS Receivers • Pagers 

INSTALLING THE BRACKET 

Note: Do not instaii the bracket when the temperature of 
the mounting surface is beiow 68 °F. 

1. Be sure you have the foiiowing suppiied parts before 


you begin. 



2. Attach the bracket piate to the phone cradie using the 
suppiied machine screws. 

3. Seiect a iocation for the mounting bracket, it might 
heip to piace your phone in the bracket, and position 
the bracket as needed. When seiecting a iocation: 

• Be sure the mounting iocation is not in the way of 
any necessary vehicie controis, does not biock the 
driver’s vision, and wiii not be a hazard to the 
driver or passengers in the event of a coiiision. 

• Keep in mind that you can mount the bracket on 
giass, piastic, wood, or vinyi. However, the surface 
shouid be non-porous. Do not mount the bracket 
on a carpeted or foam surface. 


if necessary, you can instaii the phone stand exten- 
sion. Foiiow these steps to instaii it. 

Note: if you drop a part inside your vehicie, it might 
be difficuit to retrieve. Since this procedure invoives 
disassembiing the phone stand, you might want to go 
into the house to do it. 



a. Remove the wing screw hoiding the bracket piate 
to the ciamp. The bracket piate and short tube 
comes off, and the ciamp separates into two 
parts. 

b. Piace the phone stand extension and bracket 
piate in the ciamp and repiace the wing screw to 
secure aii parts. 

c. Remove the wing screw hoiding the mounting 
piate to the other ciamp. The mounting piate and 
short tube comes off, and the ciamp separates 
into two parts. 

d. Piace the phone stand extension and mounting 
piate in the ciamp and repiace the wing screw to 
secure aii parts. 

4. Ciean the seiected mounting iocation with the sup- 
piied aicohoi pad. Wait 5 minutes for the surface to 
dry compieteiy. 

5. Remove the protective cover from the mounting piate 
and press the piate onto the mounting iocation. 

Do not put anything in the bracket for 3 days! The ad- 
hesive used on the mounting piate fuiiy bonds to the 
mounting surface in 72 hours. 
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USING THE BRACKET 



REMOVING THE BRACKET 

To temporarily remove the bracket, just pull it firmly away 
from the mounting surface. To reinstall it, line up the 
hook-and-loop fastener on the stand with the hook-and- 
loop fastener on the mounting surface and press firmly 
on all four corners. 

To completely remove the bracket, pull the stand away 
from the mounting plate. Then lift up a corner of the hook- 
and-loop fastener on the mounting surface and use a cot- 
ton swab moistened in isopropyl alcohol to work the ad- 
hesive surface away from the mounting surface. 

Note: You might notice a slight discoloration of the 
mounting surface due to uneven sun fading. 


1 . Press the red release button on the side of the holder 
to release the holder’s sides. 

2. Place your phone in the holder. 

3. Squeeze the holder’s sides until the holder securely 
grips the phone. 

Note: To help keep the phone from falling out of the 
holder when you hit a bump, squeeze firmly. 

To remove the phone, press the release button. 
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